
HINGE DOOR & INLINE PANEL

INSTALLATION GUIDE

IMPORTANT ! 
If fitting with side panel, use the 
instruction in the side panel box instead.
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Hinged Door



100%Level!

X
X

Size
Taille 
Größe 
Maat

900
900+
1000

1000+
1100

1100+
1200

1200+
1400

1400+
1600

1600+
1700

1700+

860-905
905-950

960-1005
1005-1050
1060-1105
1105-1150
1160-1205
1205-1250
1360-1405
1405-1450
1560-1605
1605-1650
1660-1705
1705-1750

2B

Min.15mmPH2 Φ6

4x30

4x30
4mm 3.0mm

×1 ×1

×1

×8

4x10

×3
A06S0047

×2 ×10
8SSJ066

2.5mm

×1
A06S0034 

×1

2D

Φ6

2E

8SSJ066
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1

2

×1
A06S0014

A06S0009 
×1

A06S0009 
×1

A06S0032

×2A06S0031

×1

A06S0030

×1

A06S0037 
×1

A06S0046

A06S0048

8S1300611
A06S0049

8S1300511

×1
A06S0038 A06S0036 

×1

A06S0060 L/R 
×2

×2
A06S0040

×2
A06S0039

×1
A06S0017 

×1
A06S0021 

×1
A06S0018 

×1
A06S0019 

×1
A06S0020 
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INSIDE
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INSIDE
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45mm

57mm
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A06S0020
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A
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A06S0030
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Move brackets in from the 
ends and loosely tighten.

Place the rail on the 
installation tools.

Loosen brackets 
and slide into place

Fully tightening grub screws



8A 8C

8B

!

10B

10C

INSIDE

10E

INSIDE

INSIDE
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INSIDE10A
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A06S0044

A06S0014

A06S0032

A06S0016

A06S0011

A06S0013

A06S0009

9B

7A

7B 7C

9A

Insert wedge gasket 100mm 
on the bottom to hold the fixed 
panel in position

Place all parts and 
tools required for step 
10 inside the enclosure 
before proceeding.

Moving panel is fitted from 
the inside of the enclosure.
Make sure to have all tools 
andparts required inside 
the enclosure
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12B

0-25mm Max.

13B

INSIDE

13A

14A
14F

11A

11B

INSIDE

9. 10.
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12C 12D

A06S0002

A06S0042

0-20mm Max.

12E 12E

12F

12G

14B

25mm

14C

14D

A06S0037

11mm

INSIDE

14G

14H

24 h.

A06S0032

13C

13D

INSIDE

INSIDE

A01S0154

A09S0052

If necessary loosen all screws and make final adjustments 
to align the magnet seal with magnet profile. 
When seals are aligned fully tighten all screws and fit bracket cover caps.
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For further information please contact:
Pour plus d’informations,contacter s’il vous plaît:
Für weitere Informationen kontaktieren Sie bitte:
Voor meer informatie,neem contact op met:

IRL:0567791555            UK:08081011429               FR:0800916586

www.merlynshowering.com
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