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TECHNICAL DATA SHEET
Complete Soft Close Toilet Seat - 8906WSC

Complete Soft Close Toilet Seat 8906WSC YES 2.3kg Weight (kg)

NO. Description Product Code Fixings included Gross Weight Net Weight

V1 04/18

DIMENSIONS - PRODUCT CODE

Q - What’s the maximum test load of the seat?
A - 150kg

Q - What are the fixings made from?
A - See fixing details

Key Dimensions Descriptions

Seat/Lid Front to Back

Seat/Lid Left to Right

Ring Hole Front to Back

Ring Hole Left to Right

Seat Overall Thickness

Width of Back of Seat

Min/Max Adjustment for Fixings

Key Dimensions (mm)

435mm

369mm

271mm

222mm

51mm

Input Dimension

135/175, 400/440

Hinge Fixings - SP17501

Buffers - SP13833

Nyon Expantion Inserts - SP17913

DIAGRAMS NOT TO SCALE | ALL DIMENSIONS IN MM |TOLERANCE OF ± 5MMDIMENSIONS - PRODUCT CODE

*Dimensions are subject to change, customers are advised to measure actual product before commencing installation.
**Fixing point dimensions are for guidance only/the positions of wall fixing must be checked when product is received.

FAQs

ALL PROCUCTS CONFORM TO THE BRITISH FIXING STANDARDS

Spares Codes
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TECHNICAL DATA SHEET
Neutron Soft Close Toilet Seat - 8901WSC-SF

Neutron Soft Close Toilet Seat 8901WSC-SF YES 2.35kg 1.8kg

NO. Description Product Code Fixings included Gross Weight Seat Weight

V1 11/18

DIMENSIONS - PRODUCT CODE

Q - What’s the maximum test load of the seat?
A - 150kg

Q - What are the fixings made from?
A - Reinforced nylon base plates with stainless steel cover caps
 

Key Dimensions Descriptions

Seat/Lid Front to Back

Seat/Lid Left to Right

Ring Hole Front to Back

Ring Hole Left to Right

Seat Overall Thickness

Min/Max Adjustment for Fixings

Key Dimensions (mm)

445mm

376mm

281mm

232mm

53mm

54/172, 400/460

Hinge Fixing Kit - SP19614

Soft Close Damper Set - SP17012

Lid Buffer (x2) - SP17010

Ring Buffer (x4) - SP17011

Rubber Top Fix Insert and Screw - SP12553

DIAGRAMS NOT TO SCALE | ALL DIMENSIONS IN MM |TOLERANCE OF ± 5MMDIMENSIONS 

*Dimensions are subject to change, customers are advised to measure actual product before commencing installation.

FAQs

ALL PRODUCTS CONFORM TO THE BRITISH FIXING STANDARDS

Spares Codes

44
5m

m

376mm

46
0m

m
 (m

ax
)

40
0m

m
 (m

in
)

54mm (min) 

232mm

281m
m

172mm (max)

Customer Services: Roper Rhodes Ltd | Brassmill Lane Trading Estate | Bath | BA1 3JF
Tel: 01225 303 900 | Fax: 01225 448 877 | Email: sales@roperrhodes.co.uk | Web: www.roperrhodes.co.uk
Customer Services: R2 Bathrooms | Brassmill Lane Trading Estate | Bath | BA1 3JF
Tel: 01225 303 900 | Fax: 01225 448 877 | Email: info@r2bathrooms.co.uk | Web: www.r2bathrooms.co.uk

1

TECHNICAL DATA SHEET
Product Description and Code

Insert Text Insert Code YES/NO Weight (kg) Weight (kg)

NO. Description Product Code Fixings included Gross Weight Net Weight

V1 04/18

DIMENSIONS - PRODUCT CODE

Q - What’s the maximum test load of the seat?
A - 150kg

Q - What are the fixings made from?
A - See fixing details

Key Dimensions Descriptions

Seat/Lid Front to Back

Seat/Lid Left to Right

Ring Hole Front to Back

Ring Hole Left to Right

Seat Overall Thickness

Width of Back of Seat

Min/Max Adjustment for Fixings

Key Dimensions (mm)

424mm

345mm

275mm

205mm

44mm

Input Dimension

105/225, 380/440

1. 2x ø35mm Stainless
Steel Cover Plates

2. 2x Stainless Steel
Screws M8 x 34mm

3. 2x ø35mm Black 
Nylon Anchor Plates

4. 2x Clear Polymer 
Sealing Washers

4. 2x Black Rubber Top
Fix Plugs with M8
Brass Thread Inserts

DIAGRAMS NOT TO SCALE | ALL DIMENSIONS IN MM |TOLERANCE OF ± 5MMDIMENSIONS - PRODUCT CODE

*Dimensions are subject to change, customers are advised to measure actual product before commencing installation.
**Fixing point dimensions are for guidance only/the positions of wall fixing must be checked when product is received.

FAQs
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ALL PROCUCTS CONFORM TO THE BRITISH FIXING STANDARDS

Spare Codes: Hinge Fixings - SP16657,
Lid Buffer - SP16658, Ring Buffer - SP 16659
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TECHNICAL DATA SHEET

8903WSC --

NO. Description Product Code Fixings included Gross Weight Net Weight

V1 04/18

DIMENSIONS - PRODUCT CODE

Q - What’s the maximum test load of the seat?
A - 150kg

Q - What are the fixings made from?
A - See fixing details

DIAGRAMS NOT TO SCALE | ALL DIMENSIONS IN MM |TOLERANCE OF ± 5MMDIMENSIONS - PRODUCT CODE

*Dimensions are subject to change, customers are advised to measure actual product before commencing installation.
**Fixing point dimensions are for guidance only/the positions of wall fixing must be checked when product is received.

FAQs

ALL PROCUCTS CONFORM TO THE BRITISH FIXING STANDARDS

Key Dimensions Descriptions

Seat/Lid Front to Back

Seat/Lid Left to Right

Ring Hole Front to Back

Ring Hole Left to Right

Seat Overall Thickness

Width of Back of Seat

Min/Max Adjustment for Fixings

Key Dimensions (mm)

455mm

370mm

298mm

207mm

44mm

Input Dimension

63/167, 412/466

Top Fixing Kit - SP16306

Soft Close Hinge Fixing Pack - SP14948

Lid Buffer - SP14945

Ring Buffer - SP14946

Spares Codes
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Diode Soft Close Toilet Seat - 8903WSC

Diode Soft Close Toilet Seat YES 2.1kg


