
24 h.

All sealant should be applied to the outside. 
Seal top to bottom between the wall profile 
and the wall.Seal the the bottom between 
the tray/floor and the glass/rail/profile and 
approx. 50mm vertically  between the wall 
profile and the glass. 

INSTALLATION GUIDE
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1 DOOR QUADRANT
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15.

12.

To download the Declaration of Performance (DOP) for this product please use the link below.
                      
                       https://merlynshowering.com/aftersales-support/dop-certs/

       For further information please contact IRL: 056 7791 555,UK:08081011429
 



Product codeSize

900x1200

900x900 A0101MH / A0101NH

A0101KH / A0101LH

Adjustment Opening space

860-885

860-885/1160-1185

478

478
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3.2.
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11

22

33

44

55

66

77

88

99

1010

11 12 14 15 16 17 18

30 32 3331

14

13

17

21

25

11

12

16

15

20

19

18

23

22

24

2

2

1

1

2

1

2

2

2

2

2

1

1

1

1

A01S0137  

A01S0138

E

A01S0125

D

A01S0156

A01S0151

A01S0704

A01S0140

C

No. Qty

11

99

1010

55

66

77

88

2

2

2

1

8

1

1

1

22

33

44

8

2

Part No.

A01S0141

A01S0109 

A01S0115 

8S410044

A01S0154

A

A01S0173

8SSJ066

B

A01S0126 

No. Qty Part No. No. Qty Part No.Description Description Description

Cover cap

Wall plug

Wall profile

Wedge gasket

Screw 4x30

Cover strip

A

Fixed panel 
upright seal

Handle

B

Rail installation tool

Rail cap

Roller stop frame

Roller stop cap

Roller stop

C

D E

Roller
Moving panel 
upright seal

Roller stop screw

Moving panel guide

Fixed panel footplate

Fixed panel guide

A01S0408

A01S0409
A01S0410

A01S0411

A01S0406
A01S0407

19 20 21 22 23 24 25

26

27

28

29

30

A01S0412 2 Rail fixing washer

Rail fixing branded
/Unbranded 3 A01S0400

A01S0401

1

A01S0404Rail fixing screw

A01S0402Rail fixing washer3

1

26 27 2813 29

31

32

33

1

1

1

A01S0405

New quadrant 
luna rail

A01S0413Quadrant rail spacer 
between glass and rail.

A01S0403Rail washer for glass hole

IMPORTANT

Rail to spacer screw A01S0417

Spacer to glass screw A01S0416



2B A01S0109

MAX:15mm

5.4.
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100%Level!

1.

2.

X Y

900x900

900x1200

860-885

1160-1185

860-885

860-885

Size
X Y

2A

INSIDE

2D

2E

2F

Φ6

8SSJ066

8S410044

INSIDE

2C

Φ6PH2

Tools required

Fixing Kit

 
4x304mm

A01S0149

4x8
A01S0156 

2.5mm
8S1300511 8S410044 8SSJ066A09S0052

Ensuretheshowertray is level in all directions and 
is properly sealed to the wall. The wall must be tiled 
down to the top edge of the tray.
Do not angle out bottom tile.

TRAYMUSTBELEVELINALLDIRECTIONS!

TRAY MUST BE SEALED FULLY AROUND WHERE
THE TRAY MEETS THE WALL.

A01S0704 A01S0140A01S0138
x 2 x 2 x 2

A01S0126 
x 1

 A01S0407A01S0406
x 1 x 1

A01S0408
x 1

A01S0125
x 2

A01S0137  
x 2

A01S0141 R A01S0141 L
x 1 x 1

A01S0125
x 1

A01S0410
x 1

x 1 x 1 x 1 x 2 x 8 x 8

6x12
 

x 1

6x10
 

x 1

6x16
 

x 2

x 1
A01S0405

A01S0412 
x 2

A01S0412 
x 3

A01S0144  
x 1

A01S0143
x 2 x 1x 1

A01S0413A01S0403

A01S0404A01S0416 A01S0417

 A01S0407
x 1



5A

5B

5C

INSIDE

Place the rail on the installation 
tool and fix rail on opposite side 
first before fixing on the tool side. 
Loosely tighten all screws, only 
tighten after next step.

Fit installation tool 
to fixed panel with 
single hole.

5D

INSIDE

INSIDE

7.6.

3.

4.

5.

6.

Created by

MERLYN
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MERLYN
SHOWERING

A E

Fit both fixed panels
into the wall profiles

4C

Fit washers A01S0412 
to both fixed panels.

A01S0412 

INSIDE

4B

4A

6B6C

600mm

600mm

Once the rail is level and all fixing 
are aligned fully tighten all fixings.

A01S0143 A01S0144  

6A

Use tool provided 
to align fixing plates.

0~25mm Max

a

b

c

a
c

b

A01S0413

A01S0412 

A01S0405

A01S0403

M6x10

M6x16

M6x16

A01S0417

A01S0416

A01S0404



10B

10C

INSIDE

10A

10D

A01S0125

INSIDE 9A

Make sure arrow is pointing up.

INSIDE

INSIDE

8C

8D

8A

H2O

A01S0154

8B

A09S0052

Top Tip !! Add water to the wedge 
gasket to help fit into the wall profile.

Make sure to start at the bottom and 
work upwards using tool provided.

7A

7B

9.8.
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7.

8.

9.

10.

Load the rollers through the slot in the rail. 
Take care not to damage the wheels off the 
edge of the slot as this will affect the rolling 
action.

7C

A01S0411

A01S0409
A01S0410

7D

7E

Remove the protective film from the 
bottom, position on the glass above 
the tray and slide into place.



A01S0141 A01S0141

A01S0115

A01S0126

8S1300511

14A

14B 14C

14D

13A

13B

A01S0173

A01S0151

A01S0149

Use the hex key provided to adjust the rollers to 
align the door parallel with the fixed panels. 
This also necessary to optimise the rolling action.

11A A01S0138

A01S0704

11B

11C

11D

11F

11E

11.10.
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11.

12.

13.

14.

A01S0408

INSIDE

A01S0159

A01S0140

A01S0137

A01S0407

A01S0151


	页 1
	页 2
	页 3
	页 4
	页 5
	页 6

