
GENERAL FITTING GUIDE
for TRADITIONAL RISER KITS

GUARANTEE & AFTERCARE
When installing or using tools, extra care must be taken to avoid damaging the finish or fitting.
To maintain the appearance, please ensure it is cleaned regularly using a clean soft damp cloth
only. Abrasive cleaners or detergents must not be used as they may cause surface deterioration.
The company provides a guarantee against faulty material or manufacture excluding serviceable
parts, providing they have been installed, cared for and used in accordance with our instructions.

The company reserves the right to continually evolve its product lines without notification.
The company will not accept any liability regarding specification changes and their consequences
unless previously quoted by the company in writing.

PRODUCT SHOWN WILL VARY
DEPENDING ON MODEL

VERTICAL PIPE

DIVERTER

SHOWER HEAD

CONICAL NUT

18mm - 15mm REDUCER
(Only use if you have a 15mm connection
on your shower valve, in which case
replace the conical nut with this part)

FLEXIBLE HOSE
RETAINING CLIP &
FIXINGS

WALL FIXINGS &
ALLEN KEY

HANDSET HOLDER/SLIDER

CURVED ARM

CONNECTOR PIPE

1.5m FLEXI PIPE

HANDSET

'T' CONNECTOR
(Note: Can be cut to the required length by
removing the back plate)
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