
HAMPTON

Joining Units
This unit can be joined to other units with furniture fixing bolts (not provided). It is recommended that units are joined before they are fixed to the wall.
Clamp the units together using suitable clamps, ensuring they are flush and level with each other. Drill out the 4 pilot holes in the side of the
unit and using the bolts, join units together. Remove clamps and fix the assembly to the wall as required using corner brackets (not supplied).

Installing WC / Bidet
Please note that these instructions are a guide only and may not be appropriate for all installations. Fit WC / Bidet according to manufacturer’s 
instructions.
The main access panel and fascia are designed to be fitted / removed after the WC / bidet is installed.

A normal installation of a WC would be as follows:
1. Remove fascia by pushing in at then bottom then gently pulling it.
2. Remove main access panel by pushing it out from the inside.
3. Fit base unit to wall in required location ensuring correct position of supply and waste pipes.
4. Fit WC and cistern according to the manufacturer’s instructions - check system carefully for leaks.
5. Cut a suitable slot in the main access panel to allow for the soil pipe. Note: Cut this slot as wide as possible to make the refitting of the main access 
panel easier. The cut surfaces should then be sealed with an appropriate waterproof sealant. Refit the panel by sliding and pushing it back into position.
Silicone the join between the WC and the access panel.
6. Drill a suitable diameter hole in the fascia for the cistern operating button and install according the the manufacturers guidelines. The holes should 
be vertically central to prevent the fascia rocking when the button is pushed (see Fig.1).
7. Re-fit fascia.
8. Fit worktop.

The installation of a bidet is identical, except there is no requirement for a cistern & operating button.
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